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Wheelchair & Occupant Securement 
System User Operating Manual 

 
 

 
 
 
 
 

    Due to continuing improvements, actual product may differ slightly from the product described herein. 

 

TO PREVENT SERIOUS INJURY, TO THE OCCUPANT OF THE  
WHEELCHAIR, READ AND UNDERSTAND ALL WARNINGS  
AND INSTRUCTIONS BEFORE USE. 



ATTACHING RETRACTABLE RESTRAINT TO THE QUICK CONNECT FITTING 

 

 

 



ATTACHING RETRACTABLE RESTRAINTS TO THE FRONT OF THE WHEELCHAIR 

1 

3 

4 

5 

7 

8 

6 2 



ATTACHING RETRACTABLE RESTRAINTS TO THE REAR OF THE WHEELCHAIR 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



THE CORRECT PLACEMENT ON THE WHEELCHAIR 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



THE CORRECT ANGLE PLACEMENT FRONT OF THE WHEELCHAIR 

 

THE CORRECT PLACEMENT REAR OF THE WHEELCHAIR 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



THE CORRECT PLACEMENT REAR OF THE WHEELCHAIR 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



ATTACHING THE LAP-BELT TO THE REAR TWO RETRACTORS 

 

 

 

 

 

 

 

 

 

 

 

 

HOOK THE LAP-BELT BUCKLE ON THE FRONT PASSENGER AT THE LOWEST AND 

CLOSEST POSITION 

 

 

 

 

 

 

 

 

 

 



ADJUSTING THE LAP-BELT  

 

 

 

 

 

 

 

 

 

 

 

ATTACHING THE OPTIONAL SHOULDER SASH BELT  
BUCKLE OR CLIP 

 

 

 

 

 

 

 

 

 

 

 



THE CORRECT PLACEMENT OF THE LAP-BELT & OPTIONAL SHOULDER BELT 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



PRESS THE RED BUTTON TO RELEASE THE WHEELCHAIR RESTRAINTS 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

WARNING 

DO NOT USE YOUR FOOT 

 

 

 

 

 



THE DO’S AND DONT’S 

 Always think safety first. 

 Always restrain the wheelchair correctly with all four restraints as per 

this user manual. 

 If the wheelchair has tie down points, always use these to tie down 

the wheelchair. If these tie down points are not available, look for the 

strongest area to die down. 

 Always use a lap-belt, and if possible use a sash shoulder attachment. 

 Never crisscross restraints. 

 Press the release button only by hand. Do not step on it. 

 Prevent any contact with polishes, oils and chemicals. 

 Use cleaning solutions without chemicals. 

 Replace parts if frayed, contaminated, worn or broken. 

 After an accident, replace the complete system. 

 When not sure, consult the main supplier of this product. 

WARRANTY 

 Any parts that fail by reason of defective material or workmanship will 
be offered a replacement of all parts for a period of one year. Labor 
for specified parts replacement under warranty are not covered by 
this warranty. 

OPTIONAL 

 Shoulder restraints. Fixed or adjustable 

 Wheelchair secure loops wheelchair tied downs 

 

 

 

 

 



 

 

 

 

 

 

 

CONTACT INFORMATION 

 

FREEDOM MOTORS AUSTRALIA PTY. LTD. 

17 Plasser Crescent, St.Marys, NSW, 2760 

www.freedommotorsaustralia.com.au 

sales@freedommotorsaustralia.com.au 

FREE CALL 1800 672 437 

 

http://www.freedommotorsaustralia.com.au/
mailto:sales@freedommotorsaustralia.com.au

